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Abstract. Radon-222, a naturally-occurring radioisotope
with a half-life of 3.8 days, was used to estimate ground-
water discharge to small lakes in wetland-dominated basins
in the vicinity of Fort McMurray, Canada. This region is un-
der signiﬁcant water development pressure including both oil
sands mining and in situ extraction. Field investigations were
carried out in March and July 2008 to measure radon-222
distributions in the water column of two lakes as a tracer of
groundwater discharge. Radon concentrations in these lakes
ranged from 0.5 to 72Bq/m3, while radon concentrations
in groundwaters ranged between 2000 and 8000Bq/m3. A
radon mass balance, used in comparison with stable isotope
mass balance, suggested that the two lakes under investiga-
tion had quite different proportions of annual groundwater
inﬂow (from 0.5% to about 14% of the total annual water
inﬂow). Lower discharge rates were attributed to a larger
drainage area/lake area ratio which promotes greater surface
connectivity. Interannual variability in groundwater propor-
tions is expected despite an implied seasonal constancy in
groundwater discharge rates. Our results demonstrate that
a combination of stable isotope and radon mass balance ap-
proaches provides information on ﬂowpath partitioning that
isusefulforevaluatingsurface-groundwaterconnectivityand
acid sensitivity of individual water bodies of interest in the
Alberta Oil Sands Region.
Correspondence to: A. Schmidt
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1 Introduction
Northeastern Alberta is the centre of oil sand mining in
Canada. The intense mining activities in the vicinity of the
City of Fort McMurray were established some decades ago.
The processes of oil extraction, upgrading and reﬁnement re-
quire signiﬁcant inputs of water, some of which is withdrawn
from local aquifers.For in situ mining purposes, groundwa-
ter is pumped from the available aquifer system to the sur-
face where it is heated up and re-injected as steam into the
oil bearing sands. The resultant decrease in the viscosity of
the bitumen allows its pumping to the surface. This practice
may trigger considerable changes in the local groundwater
ﬂow patterns. One concern related to this process is the po-
tential ecological effect on hydraulically connected surface
water bodies.
Water exchange between surface waters and connected
aquifer systems generally provide major pathways for the
transfer of dissolved matter (Burnett et al., 2006; Santos et
al., 2008a). Even in areas where no anthropogenic ground-
water contamination is present, an alteration in the ground-
water/surface water exchange rate may have a signiﬁcant
qualitative and quantitative impact on natural processes, such
as the transfer of dissolved carbon, oxygen, and/or nutri-
ents. Such variations in material transfer rates across the
surface water/groundwater interface can be major drivers of
changes in biogeochemical processes in the affected surface
water bodies, thereby potentially triggering alterations in es-
tablished (eco-)systems. Assessing groundwater discharge
into the surface water body is an important part of predicting
the future status of a surface water ecosystem.
The oil sand region surrounding Fort McMurray is rich
in lakes and ponds. They vary in size from a few hundred
square metres to several square kilometres. Several stud-
ies evaluating the effect of ongoing mining and processing
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activities on the aquatic ecosystems in the region have been
undertaken in the last two decades (Henriksen et al., 1992;
Gibson et al., 2002). For instance, the inﬂuence of NOx
and SOx emissions from oil reﬁnery operations was stud-
ied at 449 lakes and ponds within the region (Western Re-
source Solutions, 2004). In another study individual wa-
ter budgets were calculated for numerous lakes applying an
isotope-based approach including physical and climatologi-
cal data sets (Bennett et al., 2008). While overall water yield
rates were calculated, no distinction was made between sur-
face runoff and groundwater inﬂow, preventing a quantitative
estimation of the inﬂuence of the local mining activities on
near surface hydrological processes.
The objective of the study discussed here is to present a
qualitative and quantitative estimation of the signiﬁcance of
groundwater input to the overall water budget of two typical
lakes in the oil sand region of northeastern Alberta, Canada.
The two lakes were chosen from a larger number of investi-
gated lakes for two reasons: they differ substantially in size
and sediment composition, and they were part of the survey
carried out by Bennett et al. (2008) which suggested they had
contrasting ﬂushing rates, residence times, and inﬂows.
2 Material and methods
2.1 Theoretical background
Radon-222 (222Rn, in the following referred to as “radon”) is
a radioactive noble gas that is produced by radioactive decay
of radium-226. Both are members of the natural uranium-
238 decay chain. Radium-226 occurs in rocks, soils, and
sediments within a wide range of concentrations. Hence, it
can be found in virtually every aquifer matrix. Radon, which
emanates from the aquifer material where it is produced, en-
ters the groundwater and is transported with it. In the water
phase, radon decays or re-equilibrates with the surrounding
radium-226 to a different concentration.
In contrast to groundwater, lake waters lack major contact
to radon emanating mineral. They also usually contain very
low concentrations of dissolved radium-226. Hence, the con-
centration of radon found in lake waters is several orders of
magnitude lower than in groundwater. As a result, ground-
waterdischargegivesrisetosigniﬁcantlyelevatedradoncon-
centrations in lake water. Once discharged into a lake, radon
starts to decrease as a result of radioactive decay and atmo-
spheric evasion. Due to its half-life of 3.8 days, radon is
a useful tracer for the investigation of processes occurring
within a time scale of up to 15 days.
The approach of using radon as a natural geochemical
tracer for studying groundwater discharge into lakes is thor-
oughly described by Schmidt and Schubert (2007). Hence,
the theoretical background is given here only in brief.
The assessment of groundwater discharge rates using
radon as tracer is based on: (i) the quantitative identiﬁcation
of all radon sources and sinks in the system studied; (ii) the
measurement of the excess radon inventory (i.e. the radon in-
ventory that is not supported by the decay of 226Ra dissolved
in the water) in a water column representative of the lake wa-
ter body (under the consideration of homogeneous ground-
water discharge through the lake bottom and a well mixed
lake water body); (iii) the determination of the total (dif-
fusive and advective) radon input ﬂux into the lake needed
to balance that excess radon inventory; and (iv) the calcula-
tion of the advective component of the total radon input ﬂux,
which can be converted into a groundwater ﬂux by using the
radon concentration of the discharging groundwater as the
end member.
The radon sources in a lake are the advective and diffu-
sive radon ﬂuxes from the sediment into the water column
(Fadv and Fdiff, respectively; [Bq/m2/d]) and the decay of
226Ra dissolved in the water (λRnIRa; [Bq/m2/d]) where λRn
is the decay constant of radon [d−1] and IRa is the 226Ra in-
ventory (radium concentration×water depth; [Bq/m2]). It
is assumed that 226Ra and radon are in secular decay equi-
librium. The radon sinks include radon degassing to the at-
mosphere (Fatm; [Bq/m2/d]) and decay (λRnIRn; [Bq/m2/d])
where IRn is the radon inventory in the water column. At
steady state conditions (6sources=6sinks) the following radon
mass balance can be set up for a surface water body:
Fadv+Fdiff+λRnIRa =λRnIRn+Fatm (1)
Radon degassing across the air-water interface generally
causes signiﬁcant radon losses from surface water bodies. Its
rate depends on the intensity of turbulent gas transfer and on
the concentration gradient at the water/air interface causing
molecular diffusion and can be estimated as follows (Macin-
tyre et al., 1995),
Fatm =k(Cw−αCair) (2)
where Cw and Cair are the radon concentrations in wa-
ter and air [Bq/m3], respectively; α is the partition coefﬁ-
cient of radon between water and air (dimensionless), which
is known for a wide range of temperatures (Clever, 1979)
and k is the radon transfer velocity [cm/h]. The latter can
be estimated by using an empirical equation valid for lakes,
which was introduced by Macintyre et al. (1995). It includes
the wind speed (u; [m/s]) and the Schmidt Number (Sc; di-
mensionless). The Schmidt Number represents the ratio of
the kinematic viscosity of water (1.0043×10−6 m2/s at 20 ◦C
and 101.325kPa) and the radon molecular diffusion coefﬁ-
cient in water (1.16×10−9 m2/s at 20 ◦C).
k600 =0.45(u10)1.6

Sc
600
−2/3or−1/2
(3)
In Eq. (3), Sc−2/3 is used at wind speeds below 3m/s, and
Sc−1/2 is used at wind speeds above 3m/s (Crusius and Wan-
ninkhof, 2003). The term u10 represents the wind speed 10m
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above the water surface. Under the assumption of a homo-
geneous layer of air above the lake surface and a logarith-
mic wind proﬁle with a drag coefﬁcient of 1.3×10−3 at 10m
height, the wind speed recorded in 2m height can be con-
verted into u10 by applying an equation given by Large and
Pond (1981). In order to compare Schmidt Numbers of dif-
ferent gases, Sc is generally standardized by dividing the ac-
tual value by the Schmidt Number of CO2 at 20 ◦C, which
amounts to 600. The subscript “600” in k600 refers to this
standardization.
If the radon sink terms λRnIRn and Fatm do not quantita-
tively correspond to the radon source terms Fdiff and λRnIRa,
advective radon transport across the sediment/lake water in-
terface (Fadv) must be considered as an additional input term
in order to satisfy the radon mass balance given in Eq. (1).
By dividing the estimated advective radon ﬂux by the radon
concentration of the discharging groundwater (groundwater
end member), the groundwater discharge rate can be deter-
mined.
The diffusive radon ﬂux from the sediment (Fdiff) can be
calculated by means of batch experiments, as described by
Corbett et al. (1998). However, due to the widespread, dif-
fuse interface between lake water and aquifer, Fdiff was not
estimated that way. An alternative approach discussed by
Cook et al. (2008) was chosen: Fdiff was determined by as-
suming that the lowest excess radon concentration detected
in a lake represents the contribution of the radon inventory
supported by diffusive radon input only. In areas where ad-
vective groundwater inﬂow could be veriﬁed by signiﬁcantly
higher excess radon concentrations, the inﬂuence of diffu-
sive radon input was considered insigniﬁcant. The applied
approach is common in other environments where advective
groundwater discharge dominates other radon inputs (Cable
et al., 1996; Peterson et al., 2008).
As shown by many authors, deﬁning a groundwater end
member can be challenging, as radon is often highly-variable
in groundwater (Crusius et al., 2005; Dulaiova et al., 2008).
As a result, the groundwater end member often represents
the largest uncertainty for estimating radon-derived ground-
water discharge. A further complication is that the radon sig-
nal of an aquifer can be superimposed by the radon signal of
the sediment layer of a lake if the residence time of the dis-
charging groundwater in the sediment exceeds a few days.
To determine the groundwater end member, one can rely on
measurements from groundwater wells, ﬂuids sampled from
seepage meters, or perform sediment equilibration experi-
ments. In areas where diffuse seepage is the main mode of
discharge, as is observed for the lakes in this study, equili-
brating water with sediment is a better way to estimate the
radon concentration of advecting ﬂuids. With ﬂow rates on
the order of a few centimeters per day, there should be am-
ple time for the ﬂuids to equilibrate with 226Ra in the solid
phases of the lake sediment (Burnett et al., 2007; Santos et
al., 2009).
Hence, in the present study the radon end member concen-
trations were determined by performing sediment equilibra-
tion experiments as described by Corbett et al. (1998) assum-
ing that the radon concentration of the discharging ground-
water is in radioactive equilibrium with the radium concen-
tration of the sediment material as recommended in the lit-
erature (Burnett et al., 2007). However, whenever possible,
groundwater samples from boreholes close to the lakes were
taken using a peristaltic pump and also analyzed for their
radon concentration.
2.2 Study area
The study area is located within the Plains region of the
Canadian Boreal Forest, in the vicinity of Fort McMurray
(Fig. 1). The seasons are characterized by large precipitation
and temperature ﬂuctuations. The average monthly tempera-
ture ranges from −18.8 ◦C to 16.8 ◦C (Environment Canada,
2009). Long term observations at Fort McMurray (1944–
2003) show a mean annual precipitation of 445mm and an
annual lake evaporation of 575mm (Alberta Environment,
2005), resulting in a water deﬁcit in the surface waters bod-
ies, which must be balanced by surface water runoff and/or
groundwater discharge into the lakes.
The surﬁcial geology of the region is comprised of glacial
drift and ﬂuvial sediments of varying thickness. The region
north of Fort McMurray is underlain by ground moraine, out-
wash sands and gravels with drift thickness between 30 and
60m. Also, areas of ﬁne grained, silty-clay, lacustrine de-
posits 10 to 20m in depth are noted. The underlying bedrock
in the area is the Lower Cretaceous Grand Rapids formation;
a ﬁne grained sandstone, with siltstone and silty shale lay-
ers, representing a shoreface facies (Bayrock, 1971). South
of Fort McMurray in the Stony Mountain uplands, surﬁcial
geology is made up of the Kinosis till with isolated aeolian
deposits. The thin mantle of till overlays the Upper Creta-
ceous La Biche formation of shale and silty shale bedrock in
major parts the region (Bayrock and Reimchen, 1974).
Two exemplary lakes were studied in detail: Lake NE
7 (hereafter referred to as Lake A) is situated to the NE
of Fort McMurray (57.156◦ N; 110.86◦ W). It is character-
ized by a surface area of 111900m2 and a water volume of
about 112300m3. The catchment area covers approximately
5.79km2. The maximum water depth is about 2m and the
average water depth is about 1m (Bennett et al., 2008; Gib-
son et al., 2010).
Lake SM 8 (hereafter referred to Lake B) is much larger
than Lake A. It is situated in the Stony Mountains south of
Fort McMurray (56.21◦ N; 111.20◦ W) about 105km away
fromLakeA.Thelakesurfaceareaisabout1912500m2 and
its water volume approximately 1694600m3. The catch-
ment area covers around 7.72km2. The maximum water
depth of the lake is about 2.5m; its average water depth is
0.89m (Bennett et al., 2008; Gibson et al., 2010).
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Fig. 1. Map of Canada showing the ﬁeld site, PEI: Prince Edward Island.
The areas, which directly surround both lakes, consist of
riparian peat land with organic material that changes from a
ﬂoating-marsh with grasses adjacent to the lakes to mosses
and extensive peatland cover with a range of sedge, small
shrub and forest cover throughout the catchment areas. Both
catchment areas display poorly developed drainage patterns,
with no evidence of channelized surface water inﬂow into the
lakes via rivers or creeks. Both lake basins are covered by
ﬁne-textured silt and organic matter composed of 0.3–0.5m
of loose and ﬂocculent gyttja. At Lake B, a small area of
the lake bed was exposed at the shoreline revealing predom-
inantly sand size sediments without appreciable silt size sed-
iments.
2.3 Sampling and sample analysis
Surveys were carried out in March and July 2008. Since the
lakes are not connected to any road network, access via he-
licopter and ﬂoatplane was necessary to reach the sites. The
March campaign focused on the qualitative identiﬁcation of
radon in the lake waters. In July, detailed investigations were
carried out with the aim of a quantitative estimation of the
actual groundwater discharge rates. Since the lakes are part
of an on-going monitoring program for acid-sensitive lakes
in Alberta (RAMP 2004), additional information (e.g. wind
speed data) and infrastructure (e.g. boat, groundwater wells)
was available.
During the March campaign both lakes were covered with
ice thickness ranging from 44 to 75cm for Lake A and Lake
B,respectively. RadonconcentrationsaswellaspHandelec-
trical conductivity were measured at one spot in the centre of
each lake at a water depth of about 80 cm by drilling a hole
in the ice (Fig. 2).
During the July campaign water parameters and radon
concentrations of Lake A were measured at four different
spots in a water depth of about 40cm (Fig 2a). The radon
concentration and basic water parameters of Lake B were
determined at nine different locations also in a water depth
of about 40cm (Fig. 2b).
The portable radon-in-gas monitor RAD-7 (Durridge
Company, Inc.) was used for measuring radon in the atmo-
sphere and in water (Burnett and Dulaiova, 2003). For radon
extraction from the lake water the RAD-Aqua was used in
conjunction with the RAD-7. The RAD-7/RAD-Aqua setup
allows radon extraction from a continuously running water
pump stream into a closed gas loop which is pumped through
the RAD-7 detection chamber. Radon extraction is accom-
plished by spraying the water into a closed air tight plas-
tic cylinder that is part of the closed gas loop. Due to the
large water/air interface produced by the water spray, chemi-
cal equilibrium between water and gas phase is reached after
about 20min. For determination of the radon partition co-
efﬁcient between water and air, the water temperature in the
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Fig. 2. (a) Lake A and (b) Lake B with sampling points for both campaigns.
system was measured continuously with a HoBo tempera-
ture sensor and then calculated using an empirical equation
presented by Weigel (1978). For the estimation of the radon
concentration in the lake water, the speciﬁc counting time of
the RAD-7 was set to about 9h. By considering the system
efﬁciency, the minimum detectable activity (MDA) was esti-
mated to be 2.1Bq/m3 (see MDA equations in Currie, 1968).
For the determination of radon concentrations in groundwa-
ter samples a RAD-H20 system was used. That system uses
the internal pump of the RAD7 to sparge radon from 250ml
water volume and circulate it to the detection chamber for
measurement.
For the estimation of in situ radon production through de-
cay of 226Ra dissolved in the water column, radium was mea-
sured using gamma-spectrometry. About 50L of lake water
was passed through a manganese-impregnated acrylic ﬁber
cartridge, which quantitatively extracts radium from water
(Moore and Reid, 1973). In the lab, the ﬁber was leached
with 0.25mol/l hydroxylamine hydrochloride and HCl to
remove the manganese dioxide and the adsorbed radium.
The solution was ﬁltered through a 0.45µm membrane ﬁl-
ter, and 6ml of saturated Ba(NO3)2 solution was added to
the ﬁltrate. H2SO4 (17%) was then added to the solution
to precipitate Ba(Ra)SO4, which was then collected, rinsed,
dried, andstored for several days to allow daughter in-growth
(Moore, 1984). The precipitate was then placed on a ger-
manium detector for the quantitative analysis of radium-226.
The radionuclide was quantiﬁed by measuring the intensity
of gamma-rays of 214Pb (295.2 and 351.9KeV) and 214Bi
(609.3KeV). The detection limit of the system for 226Ra is
<0.4Bq/m3.
Radon equilibrium concentrations of the sediment pore
water, i.e. the radon concentrations of the discharging
groundwater, were estimated as described by Corbett et
al. (1998). In short, batch experiments were set up using
100–220g of sediment which equilibrated with water in a
stoppered Erlenmeyer ﬂask. After 20 to 25 days (i.e. 5 to 6
radon half-lives) the water in the ﬂask was analyzed using the
radon emanation technique (Mathieu et al., 1988; Stringer
and Burnett, 2004).
Wind speed needed for the estimation of radon ﬂux from
the waterbody to theatmosphere was measured continuously
every 30min at 2m above the lake by means of an anemome-
ter combined with a Campbell Scientiﬁc data logger. This
mobile station was installed at each of the sites within the
respective lake. The water parameters (pH, electrical con-
ductivity, temperature) were measured using a YSI Model
600XLM probe.
3 Results and discussion
3.1 Lake A
Table 1 shows pH, electrical conductivity, and radon concen-
trations measured in Lake A. The pH and conductivity are
very constant for both campaigns, implying that there is no
major seasonal change as well as that the lake water body
is well mixed during the July campaign. The radon con-
centrations detected in the lake water are very low, but still
detectable. The concentrations in March were about 50%
higher than the mean July value (0.85Bq/m3). This can be
explained by the fact that the ice cover on the lake prevented
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Table 1. pH, electrical conductivity, and radon-in-water concentra-
tions at all sampling points (SP) on Lake A for the March (I-A) and
the July (1-A to 4-A) campaign. At each spot the same RAD7 setup
was used (counting time: 9h, MDA radon-in-air: 2.1Bq/m3). Wa-
ter temperature during the March and July campaign was 2◦C and
18◦C, respectively.
Cond.
SP pH [µS/cm] 222Rn [Bq/m3]
I-A 5.4 21 1.27±0.90
1-A 5.4 21 1.10±0.22
2-A 5.4 21 1.03±0.18
3-A 5.2 21 0.53±0.24
4-A 5.4 22 0.75±0.31
radon degassing from the water to the atmosphere. During
the July campaign, however, radon degassing took place and
is considered here.
The radon concentrations measured within the lake dur-
ing the July campaign ranged between 0.5 and 1.1Bq/m3.
Considering the uncertainties (2σ), it can be concluded that
during that ice free stage radon was distributed almost ho-
mogenously within the lake water body. These results con-
ﬁrm assumptions from previous investigations, which sug-
gest that in small well mixed lakes one or two samples are
sufﬁcient for obtaining a representative radon concentration
for the whole lake water body, allowing reliable estimations
of its total radon inventory (Stringer, 2004; Schmidt et al.,
2009).
Also the sediment of the lake was found to be distributed
homogenously at the ﬁve sampling points (Fig. 2a; organic-
rich silt, with a porosity of 0.8). Since the nature of the sed-
iment material did not allow an experimental determination
of the diffusive radon ﬂux term (Fdiff), the lowest value of
the four radon concentrations detected during the July cam-
paign (3-A, Table 1) was considered to be representative of
diffusive radon inputs from the sediment into the lake; i.e.
the sum of the radon sink terms (λRnIRn+Fatm) valid for
sampling point 3-A was assumed to be balanced by Fdiff
only. Applying the mass balance equation given in Eq. (1)
(and neglecting in situ radon production in the lake, since
the 226Ra concentration was found to be below the detection
limit), the diffusive radon ﬂux at point 3-A was estimated to
be Fdiff=0.17±0.10Bq/m2/d. This value was applied to the
whole system.
For the calculation of the radon inventory of the lake wa-
ter body (IRn) an average water depth of 1m was used. For
estimation of radon losses due to degassing the wind speed
measured during the July campaign was 2.04m/s after con-
verting to u10. The radon concentration in the atmosphere
was measured very close to the weather station and showed
an average value of 0.94±0.50 Bq/m3, during the July cam-
paign. By applying Eq. (3) the radon transfer velocity (k600)
amounts to 1.07cm/h. The resulting atmospheric ﬂuxes are
shown in Table 2.
For the estimation of the groundwater end member radon
concentration only one monitoring well could be sampled.
This shallow well (1m) was situated in the riparian peat at
the south-western part of the lake, and screened along its
entire length with the bottom situated in mineral substrate.
Thus, groundwater from that well may represent a mixture
of both surface water and groundwater. However, the mea-
suredradonconcentration(1900±950Bq/m3)wasveryclose
to the average radon concentration determined by sediment
equilibration experiments (2300±1120Bq/m3). Nonethe-
less, we considered the higher value as a better estimate for
the groundwater end member to be conservative in our dis-
charge estimates.
The sink and source terms for each sampling point of the
July campaign and the respective average values are sum-
marized in Table 2. The average value of all four lake wa-
ter concentrations (0.85±0.24Bq/m3) was used for the es-
timation of the advective groundwater input into the lake
(Fadv), which amounts to Fadv=0.14±0.10Bq/m2/d. By di-
viding this value by the radon concentration of the discharg-
ing groundwater the average groundwater advection rate into
the lake was calculated (Table 2). For a lake surface of
111900m2 the groundwater input into Lake A amounts to
210±174m3/month. After consideration of the lake wa-
ter volume (112300m3), this small input rate indicates that
groundwater composes a minor component of the overall wa-
ter budget.
3.2 Lake B
Water parameters measured in groundwater wells in the
vicinity of Lake B are shown in Table 3. Clearly, pH and
conductivity are generally lower in samples from wells in
peat than in wells from sandy areas.
Water parameters as well as radon concentrations mea-
sured in Lake B are summarized in Table 4. During the
July campaign pH and conductivity are constant and homo-
geneously distributed, implying that the lake water is well
mixed in relation to those parameters. However, during the
Marchcampaignbothparameterswerehigher, especiallypH,
with a value of 6.3. This value is closer to that of the ground-
water measured from the sandy area north of the lake (Ta-
ble 3), implying that the sampling point is inﬂuenced by
higher groundwater discharges during the winter.
By comparing the radon data (Table 4) to the concentra-
tions detected in Lake A two things become apparent: (i) the
values measured in Lake B are signiﬁcantly higher and (ii)
the concentrations measured in Lake B are not distributed
as homogenously as in Lake A. The northern part of Lake
B is characterized by signiﬁcantly higher radon concentra-
tions (>33Bq/m3, n=2) than the rest of the lake (<21Bq/m3,
n=7). This indicates that the lake water is not well mixed
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Table 2. Sink and source terms and the calculated advective groundwater ﬂow rate for the July survey at Lake A. Note for SP 3-A it was
considered that diffusion is the only radon source.
sinks sources Advective rate
λRnIRn [Bq/m2/d] Fatm [Bq/m2/d] Fdiff [Bq/m2/d] Fadv [Bq/m2/d] [cm/d]
1-A 0.20±0.04 0.22±0.02 0.17±0.10 0.25±0.16 0.01±0.01
2-A 0.19±0.03 0.20±0.01 ” 0.22±0.14 0.01±0.01
3-A 0.10±0.04 0.07±0.03 ” 0.00 0.00
4-A 0.14±0.06 0.13±0.04 ” 0.10±0.08 0.01±0.01
Average 0.15±0.04 0.16±0.03 ” 0.14±0.10 0.01±0.01
Table 3. pH and electrical conductivity from groundwater wells in
the vicinity of Lake B, located in peat and sand areas.
Groundwater wells pH Cond. [µS/cm]
Peat Average 4.1 53
Range 3.6–5.1 30–85
n 13 13
Sand Average 7.0 381
Range 6.6–7.4 256–495
n 4 4
Table 4. pH, electrical conductivity, and radon-in-water concentra-
tions at all sampling points (SP) on Lake B for the March (I-B) and
the July (1-B to 9-B) campaign. n.d.=not determined. Water tem-
perature during the March and July campaign was 1.2◦C and 18◦C,
respectively.
SP pH Cond. [µS/cm] 222Rn [Bq/m3]
I-B 6.3 31 72.8±16.7
1-B n.d. n.d 13.8±2.5
2-B 5.8 16 36.6±9.7
3-B n.d. n.d 33.2±6.5
4-B 5.5 12 15.5±3.8
5-B 5.5 14 11.2±2.6
6-B n.d. n.d. 17.7±2.0
7-B 5.4 12 12.1±1.4
8-B 5.4 12 12.7±2.9
9-B 5.4 12 20.9±2.8
horizontally with regard to radon (i.e. the timescale for the
mixing of the water body is signiﬁcantly greater than the
half-life of radon), which is a reasonable assumption if the
large size and the small depth of the lake are considered.
The radon concentration measured during the March cam-
paign was 73±17Bq/m3, i.e. considerably higher than all the
values measured in July. The reason for the higher value is
the same as discussed for Lake A. The ice cover observed
during the March campaign did not allow radon to degas
from the water to the atmosphere leading to elevated con-
centrations. For the July campaign the loss of radon by de-
gassing was calculated to be between 43 and 46% of the to-
tal radon losses (the remaining radon loss is due to decay,
cf. Eq. 1), a range which was also observed elsewhere (Du-
laiova and Burnett, 2006). However, if a comparable radon
loss by degassing is applied to the radon concentration mea-
sured in March (sampling point I-B), the remaining radon
concentration in the lake water would theoretically be about
37±7Bq/m3, a value which is comparable to the concentra-
tions detected in July at the sampling points 2-B and 3-B,
which are located next to I-B in the northern part of the lake
(Fig. 3). This suggests little or no seasonal variability in
radon inputs into Lake B. This is further supported by the
fact that the mineral soil in that region, which represents the
main aquifer, is overlain by thick saturated peat that extends
deeper than seasonal frost penetration, implying that ground-
water discharge is constant over time. However, future inves-
tigations are needed for more detailed information about the
seasonal variability in groundwater discharge rates.
In the northern part of the lake, where higher radon values
were determined, the sandy bottom of the lake is not covered
with organic material. However, in the southern part of the
lake, where radon concentrations are lower, the sediment is
comparable to the material found in Lake A, consisting of silt
with a high organic content covered by gyttja. Furthermore
the northern shore is characterized by a bluff that rises from
the sandy lake sediments to a level of about 3–5m above the
lake, probably leading to steeper hydraulic gradients than in
the southern part of the lake. Because of the different sedi-
ment types and associated sediment permeabilities, the radon
distribution pattern found in the lake can be attributed to lat-
erally varying groundwater discharge rates. Qualitative con-
clusions that can be drawn from the radon data are: (i) that
groundwater discharge into Lake B is mainly occurring from
the north and (ii) that the discharged groundwater mixes rel-
atively slowly laterally with the water in the southern part of
the lake, which is only to a minor degree fed by groundwater
discharge.
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Table 5. Sink and source terms and calculated advective groundwater ﬂow rates for the July survey at Lake B (5%=sand area; 95%=silt
area).
sinks sources Advective rate
Area λRnIRn [Bq/m2/d] Fatm [Bq/m2/d] Fdiff [Bq/m2/d] Fadv [Bq/m2/d] [cm/d]
sand area 5.60±1.22 4.80±0.99 – 10.39±3.13 0.19±0.08
silt area 2.38±0.56 1.82±0.38 3.07±1.23 1.13±0.58 0.04±0.03
Fig. 3. Radon distribution pattern within Lake B. Sample points
I-B, 2-B, 3-B (marked in black) cover the sandy area (=5%); 1-B,
4-B–9-B (marked in white) cover the silty area (=95%). Note that
for I-B a radon-in-water concentration of 37Bq/m3 was used, as
described in the text.
Based on these observations the lake is divided into two
parts for further calculations. Both parts are evaluated sep-
arately: an area of high radon concentrations to the north
represented by the sampling points I-B, 2-B and 3-B (sandy
sediment, with a porosity of 0.37, covering about 5% of the
lake bottom, which is assumed to be equal to 5% of lake sur-
face) and an area of low radon concentrations to the south
represented by the remaining sampling points (organic-rich
silt sediment, with a porosity of 0.77, covering about 95% of
the lake bottom surface, which is assumed to be equal to 95%
of lake surface). This assumption is based on ﬁeld obser-
vations during summer ﬁeld work. Sediment samples were
collected from several locations allowing us to map the areas
of sand and silt material. For the estimation of the diffusive
radon ﬂux into the lake, again the lowest value of all radon
concentrations detected in the lake was used (5-B, Table 4).
The radon sinks at that point (λRnIRn+Fatm) were assumed to
be balanced by diffusive radon ﬂux only (Fdiff). Thus Fdiff
was estimated to be 3.07±1.23Bq/m2/d. For the northern
sandy area of the lake it can be assumed that the contribution
of radon diffusion to the radon inventory of the lake water is
negligible since the region is subject to advective groundwa-
ter inputs.
For the calculation of the radon inventory (IRn) of the
two parts of the lake, the average water depth (0.89 m) was
used. The wind speed determined during the sampling cam-
paign was converted to u10 and amounts to 1.45m/s. The
radon concentration of the air, recorded onshore very close
to the lake, was measured to be 9.33±3.32Bq/m3. By ap-
plying Eq. (3) the radon transfer velocity (k600) amounts to
0.62cm/h.
For estimation of the groundwater end member concen-
trations, two groundwater wells were sampled, one shallow
well (1m) close to SP 9-B within the riparian peat and one
deep well (7m) close to SP 2-B within the sandy sediments.
The shallow well showed a radon concentration of about
2100±1100Bq/m3, the deeper well of 8200±1270Bq/m3.
Because of the different well locations together with dif-
ferent substrates, the shallow well represents a potential
end member for groundwater discharging into the silty lake
area, whereas the deeper monitoring well represents an
end member for groundwater seeping into the sandy lake
area. Groundwater radon concentrations determined by sedi-
ment equilibration experiments were 2690±1190Bq/m3 and
5500±1610Bq/m3 for the southern silty (n=6) and the north-
ern sandy area (n=3), respectively. Thus, radon concen-
trations determined by using sediment equilibration exper-
iments and measured from groundwater wells are similar.
However, as discussed above, the values determined by sed-
iment equilibration experiments are considered to be more
reliable. Hence, for further calculations, the values obtained
by sediment equilibration experiments were used.
The radon sink and source terms for the two areas are
summarized separately in Table 5. Applying the calculated
groundwater advection rates and considering the surface ar-
eas of the two parts of the lake (sandy area: 0.096km2; silty
area: 1.817km2), the total groundwater discharge into Lake
B amounts to 28720±17980m3/month. Related to the dif-
ferent sediment types, it can be concluded, that about 20% of
thetotalgroundwaterbudgetiscontributedthroughthesandy
area, the remaining is through the silty area.
3.3 Relevance to the water budget
Water yield data as calculated using an isotope mass bal-
ance model for Lakes A and B is published by Bennett et
al. (2008), based on observations over a three year period
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Table 6. Overall water yield rates into Lake A based on an isotope mass balance model (Gibson et al., 2010) and the related groundwater
fraction from 2002 to 2008.
2002 2003 2004 2005 2006 2007 2008
Total water inﬂow [m3/a] 963249 724939 585276 941657 732135 762667 995664
Groundwater [%] 0.3±0.2 0.3±0.3 0.4±0.4 0.3±0.2 0.3±0.3 0.3±0.3 0.3±0.2
Table 7. Overall water yield rates into Lake B based on an isotope mass balance model (Gibson et al., 2010) and the related groundwater
portion from 2002 to 2008.
2002 2003 2004 2005 2006 2007 2008
Total water inﬂow [m3/a] 1109399 1642001 1775981 2492359 1979535 538487 2514819
Groundwater [%] 31±19 21±13 19±12 14±9 17±11 64±40 14±9
(2002–2004). A longer term data set (2002–2008) for the
same lakes has been evaluated by Gibson et al. (2010). The
water yield rates revised, showing only slight variation from
those presented by Bennett et al. (2008).
For Lake A the overall water yield was calculated to be
about 995664m3 for the year 2008 (Table 6). The radon
mass balance presented here revealed an input of groundwa-
ter which is virtually zero. However, if we apply the calcu-
lated advective velocity the groundwater input into the lake
amounts to 2520±2091m3/year. Hence, it can be concluded
that less than 0.5% of the overall water inﬂow is caused
by groundwater discharge; the remaining of the total water
inﬂow is surface water runoff. Under the assumption that
groundwater discharge into the lake is constant over time,
the groundwater fraction of the overall water yield never ex-
ceeds 1% from 2002 to 2008 (Table 6). We emphasize, how-
ever, that while groundwater plays an insigniﬁcant role in
the overall water budget for Lake A, it may still contribute
to large amounts of dissolved species. In a coastal lagoon
from southern Brazil, for example, groundwater accounted
for only about 2% of total water inputs. However, as the
concentrations of dissolved species in groundwater are very
high, groundwater-derived ﬂuxes of major ions were equiva-
lent to about 50% of their total annual inputs (Santos et al.,
2008b).
The water yield to Lake B for the year 2008 amounts
to 2514819m3. In the study presented here the annual
groundwater discharge into the lake was found to be about
344650±215700m3. Therefore, the fraction of groundwa-
ter is about 14±9% of the overall inﬂow. However, com-
paring groundwater discharge to the overall water yield rates
from 2002 to 2008 and assuming no interannual variations
in groundwater input rates, it is evident that the groundwater
fraction of the overall runoff is variable (Table 7). It varies
from 14% in 2005 and 2008 to up to 64% in 2007. This
implies that, in general, groundwater is an important water
source to Lake B.
Three reasons can explain the signiﬁcant difference in
groundwater discharge rates between the two lakes: sedi-
ment type, hydraulic gradient, and catchment area. The bot-
tom of Lake A is completely covered by silt and organic ma-
terial. Silt has a low hydraulic conductivity (kf)-value and
hence a low permeability, which prevents signiﬁcant ground-
water discharge. The bottom of Lake B is also covered with
material low in kf; however over approximately 5% of the
lake bottom sandy sediments are exposed. Within that sandy
area, higher radon concentrations were detected, which indi-
cates higher groundwater inﬂow rates within that area. These
higher inﬂow rates are affected by the hydraulic gradients re-
sulting from an increased elevation north of that area, which
enhances groundwater discharge rates into the lake. Further-
more the catchment area of Lake A (5.78km2) is about 52
times larger than its surface area (0.1km2), the catchment
area of Lake B (7.72km2), on the other hand, is just about
4 times as large as its surface area (1.91km2). Hence, the
signiﬁcant difference in the catchment area to surface area
ratio leads to the higher sensitivity of Lake A towards sur-
face runoff compared to Lake B.
Previous studies of groundwater exchange in Boreal plains
ecosystems of Alberta have focused primarily on upland
dominated watersheds (Ferone and Devito, 2004; Smerdon
et al., 2005). The results presented here are the ﬁrst reported
estimates of groundwater contributions for wetland domi-
nated watersheds which dominate northeastern Alberta in the
vicinity of oil sands developments near Fort McMurray. Al-
though both catchment types are situated within the Boreal
plains region, their water budget characteristics as well as
their chemical (e.g. pH, conductivity, HCO−
3 ) and physical
properties (e.g. water residence time, catchment area) are
known to be fundamentally different (Prepas et al., 2001).
Upland dominated watersheds are characterized by lower
precipitation/evaporation rates, by drier soils and forested
hillslopes which results in different surface water ﬂow po-
tential (Devito et al., 2005). These parameters inﬂuence
the general composition of the lake water budget. Lakes in
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upland dominated watersheds are dominated by groundwater
inputs, whereas surface water runoff is of insigniﬁcant rele-
vance (Ferone and Devito, 2004; Smerdon et al., 2005).
4 Summary and conclusions
The quantiﬁcation of groundwater discharging into lakes is
essential for evaluating the vulnerability of surface waters in
relation to changes in local groundwater ﬂow patterns. For
this purpose we applied a method incorporating 222Rn as a
naturally occurring radioactive noble gas for the evaluation
of groundwater discharge rates into two exemplary Boreal
lakes in northern Alberta.
We show that using radon to assess groundwater discharge
rates via a radon mass balance is a suitable approach. The
groundwater discharge fraction of the overall water budget
for 2008 ranged from less than 0.5% for Lake A to about
14% for Lake B. This indicates that groundwater is more im-
portant for Lake B than for Lake A. This ﬁnding should be
considered if the inﬂuence of mining activities on local and
regional water and ecosystems is to be evaluated.
Oil sand mining in Alberta signiﬁcantly alters shallow
and deep groundwater resources. Steam-assisted gravity
drainage involves injection of steam and pressurization of
groundwater formations to extract bitumen, and disposal of
brine into deeper formations. One major concern is that
abstraction of groundwater will impact surface water bod-
ies and wetlands in the region by altering natural subsurface
inputs. Adaptive management strategies therefore require
an understanding of the potential for groundwater exchange
with surface water bodies. As our radon approach was useful
to examine two remote lakes with contrasting groundwater
input rates, we recommend that further investigations should
cover a broader area to better understand how factors such
as sediment types, hydraulic gradients, and catchment areas
control groundwater discharge rates. The large number of
lakes in the Fort McMurray region makes it ideal for such
comparative investigations.
There are some uncertainties associated with the radon
mass balance approach. The most prominent of these un-
certainties lies in the assignment of the appropriate ground-
water end member. Other minor sources of uncertainty for
the model involve diffusive inputs from lake sediments and
appropriate estimation of the radon ﬂux to the atmosphere.
Hence, for an improvement of the radon model these param-
eters should be subject of future investigations, especially in
Boreal environments. Furthermore we neglected surface wa-
ter as a potential radon source to the surface water body, be-
cause riparian peat several metres thick is present in both wa-
tersheds and surrounding both lakes, while all surface water
moves across this peat. The water, even if it is in contact with
shallow groundwater, is not in direct contact with radon pro-
ducing rocks or sediments. Surface runoff typically cascades
from pool to pool down the peat surface during snowmelt
and high runoff events and often contains a high proportion
of pre-event water. For these reasons we can assume that
surface water discharging into the lakes is radon free. In
other environments, however, surface water can be a poten-
tial radon source.
Our results show, however, that the combination of sta-
ble isotopes for the assessment of the overall water budget
and radioactive isotopes for the determination of the amount
of groundwater provides a unique opportunity for assessing
the current status and potential sensitivity of a surface wa-
ter body to future impacts. In general, the implication for
wetland-rich terrain is that increased groundwater discharge
rates enhances contact with mineral soils, potentially reduc-
ing aquatic ecosystem sensitivity to acid deposition. But in-
creased groundwater contributions may also imply increased
sensitivity of lakes and wetlands to groundwater abstraction.
Overall, these factors need to be evaluated for a given wa-
ter body using site-speciﬁc information as we have demon-
strated.
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